
 
FACELITIES & LAB 

 



  
(personal vortex for tubes) 

v-1 plus 

 

Vortex V-1 plus is an ideal instrument for gentle mixing to vigorous resuspension of 

cells and biological and chemical liquid components in tubes using eccentric 

mechanism. 

Vortex has two modes: 

1.Continuous operation; 

2.Impulse operation (activated by pressing the cap with the tube's bottom). 



Roller Mixer 

up-12 

These roller mixers can accommodate a range of different vials, 

small bottles, and test tubes of various sizes. 



Orbital shaker  

psu-10i  

Shaker PSU-10i provides regulated orbital motion of the platform and is designed 

for use both in small specialized biotechnological laboratories and in large 

multidisciplinary laboratories: a choice of five (5) interchangeable platforms 

provides the possibility of performing various procedures and techniques.  



UNIVERSAL320/320Rcentrifuge 

Versatile and durable centrifuge for spinning blood tubes and urine tubes in swing-

out rotors as well as in angle rotors. 

Perform cytology with the unique bio-seal 12-place clip rotor or the flexible and 

economic two-step accessories. 



stereo microscope 

MOTIC 

Stereo microscope from Motic enables you to dissect or view your specimens in 

three dimensions with precise optical alignment that assures a three-dimensional 

and upright image that will enhance the clarity and quality of your overall 

experience.  



inverted microscope 

Nikon  ECLIPSE TS2  

Utilizing Nikon's industry-leading CFI60 optical system and LED illumination for 

both Diascopic and Epi-fluorescence imaging, the ECLIPSE Ts2 inverted 

microscope offers brilliantly clear images, enabling more efficient cell culture 

observation and documentation. Furthermore, a newly developed contrast 

observation method and improved operability enhances its use for routine laboratory 

work. 



Microscope Olympus BX51 

Microscopes with an upright-style frame are capable of producing fluorescence 

illumination either through episcopic or diascopic optical pathways, although the latter 

is rarely used today. Epi-illuminators usually consist of a mercury or xenon lamphouse 

coupled to a vertical illuminator that is positioned above the main frame in a separate 

assembly. The microscope nosepiece and transmitted light components (diascopic 

illuminator, condenser, field diaphragm, filters, etc. 



water bath 

 WB14 

Water baths made of stainless steel with overheating protection Laser-welded, deep-

drawn stainless steel tray with integrated, large-area heating positioned on three sides 

of the inside 

Digital Multifunction microprocessor PID control Optional accessories: gable cover 

and bottom shelf 



Autoclave 

110N 

An autoclave is a machine used to carry out industrial and scientific processes requiring 

elevated temperature and pressure in relation to ambient pressure/temperature. 

Autoclaves are used in medical applications to perform sterilization and in the chemical 

industry to cure coatings and vulcanize rubber and for hydrothermal synthesis. Industrial 

autoclaves are used in industrial applications, especially in the manufacturing of 

composites. 



laminar flow hood 

 JTLV C2X 

A laminar flow cabinet or tissue culture hood is a carefully enclosed bench designed to 

prevent contamination of semiconductor wafers, biological samples, or any particle 

sensitive materials. Air is drawn through a HEPA filter and blown in a very smooth, 

laminar flow towards the user. Due to the direction of air flow, the sample is protected 

from the user but the user is not protected from the sample. The cabinet is usually 

made of stainless steel with no gaps or joints where spores might collect. 



Ph meter 

 C1010 CONSORT 

A pH meter is a scientific instrument that measures the hydrogen-ion activity in water-

based solutions, indicating its acidity or alkalinity expressed as pH.  The pH meter 

measures the difference in electrical potential between a pH electrode and a reference 

electrode, and so the pH meter is sometimes referred to as a "potentiometric pH meter". 

The difference in electrical potential relates to the acidity or pH of the solution. The pH 

meter is used in many applications ranging from laboratory experimentation to quality 

control. 



Incubator 

Galaxy 170s 

Inside a CO2 incubator, also known as a gassed incubator, an atmosphere is created that 

is as natural as possible to develop cell and tissue cultures. This way of cultivating 

living organisms is called in vitro and is the main application for CO2 incubators. 



Incubator 

 ICO105 T2 V6 

An incubator is a device used to grow and maintain microbiological cultures or cell 

cultures. The incubator maintains optimal temperature, humidity and other conditions 

such as the CO2 and oxygen content of the atmosphere inside. 



OVEN 70 Liter 

MODEL:3493  

Laboratory ovens are a common piece of equipment that can be found in electronics, 

materials processing, forensic, and research laboratories. These ovens generally provide 

pinpoint temperature control and uniform temperatures throughout the heating process. 

The following applications are some of the common uses for laboratory ovens: annealing, 

die-bond curing, drying or dehydrating, Polyimide baking, sterilizing, evaporating. 

Typical sizes are from one cubic foot to 0.9 cubic meters (32 cu ft). Some ovens can reach 

temperatures that are higher than 300 degrees Celsius. These temperatures are then 

applied from all sides of the oven to provide constant heat to sample 



 
Paraffin Dispenser 

Model:700 

 
The Electro thermal Paraffin Wax Dispenser is designed for on-demand delivery of 

molten wax. It heats wax to a liquid state and provides convenient 'wax on tap' for 

Histology and Pathology laboratories. The Paraffin Wax Dispenser has a large 7.5 L 

capacity tank, for melting up to 6 kg of pelletised wax at a time. 



AUTOMATIC TISSUE PROCESSOR 

model:PRO-200 

Description of Function. Tissues from the body taken for diagnosis of disease 

processes are processed by the tissue processor in the histology laboratory to process 

tissues prior to microtomy to produce microscopic slides that are viewed under the 

microscope by pathologists. 



Microtome 

Model: :EASY- CUT 2020 

A microtome (from the Greek mikros, meaning "small", and temnein, meaning "to cut") 

is a cutting tool used to produce extremely thin slices of material known as sections. 

Important in science, microtomes are used in microscopy, allowing for the preparation 

of samples for observation under transmitted light or electron radiation. 



DANA(Elisa Reader) 

Model: DA3200 

An ELISA reader measures and quantitates the color differences in the 12 wells of the 

plate. ELISA readers or micro plate readers do spectrophotometry; they emit light at one 

wave length, and measure the amount of light absorbed and reflected by an object such 

as a protein. 



Multi Head Microscope Metallurgical 

MOTIC 

A microscope is a device for observing microscopic objects and creatures that 

cannot be seen with the eye. There are several types of this device. One of these 

examples is Multi Head Microscope, which allows the simultaneous use by the 

professor and a number of students. 

This microscope has all the components of a normal microscope and in addition it 

has a number of ocular lenses that several people can view a single image at the 

same time. 



Line laboratory equipment MODEL 
1 BIOLOGICAL SAFETY CABINET JTLV C2X                         (IRAN) 

2 IVERTED MICROSCOPE NIKON                            

JAPAN 

3 STEREO MICROSCOPE MOTIC 

4 ANALYTHCAL BALANCE GR-202 AND 

5 CENTRIFUGE  D.T.A.P                          (IRAN) 

6 UNIVERSAL 320R PIT(pol ideal tajhiz co.) (IRAN) 

7 OPTICAL MICROSCOPE ZEISS                           

GERMANY 

8 FlUORESENT MICROSCOPEOlympus 

 

BX51  

JAPAN 

9 CASA MICROSCOPE Labored 

10 MICROTOME EASY- CUT 2020 

Diapath 

11 BATH Dipath 

12 PARAFFIN DISPENSER Diapath 

13 AUTOMATIC TISSUE PROCESSOR Diapath 

14 OVEN 70 Liter 3493 -BEHDAD.CO                  

(IRAN) 

15 OVEN U  25 Memmert  (GERMANY) 

16 Hot PLATE  DLABTECH 

17 ELIZA READERD   DANA -DA3200   

(IRAN) 

18 REFRIGERATOR&FREEZER Elector steel                      

(IRAN) 

19 CO2 INCUBATOR Eppendorf                    

GERMANY 

20 ROLLER MIXER PIT                                    

(IRAN) 

21 VORTEX v-1plus SIA BIOSAN                   (IRAN) 

22 ORBITAL SHAKER psu-10i SIA BIOSAN                   (IRAN) 

23 

 

Azote Liquid tank LERY                          FRANCE 



Line 

 

laboratory equipment 

 

MODEL 

1 Microscope Olympus Japan 

2 OVEN 70 Liter 3493     (IRAN) 

 

3 OVEN U  25 U25     Germany          

4 Paraffin Dispenser 700 

Dipath 

5 AUTOMATIC TISSUE 

PROCESSOR 

PRO-200 

Dipath 

6 Microtome EASY- CUT 2020 

Diapath 

7 Elisa Reader DANA-DA3200     

(IRAN) 

8 Multi Head Microscope Metallurgical MOTIC 


